
                                     
BOXY BIPE FLOAT INSTALLATION 

Completed floats-
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Kit contents- 
 

 
 

 
Supplies and tools - We recommend Foam-Cure from Bob Smith Industries for gluing most of the foam joints, and will work just 
fine to glue everything with. It remains flexible when cured which helps the durability of the completed airframe. There are certainly 
other brands of foam glue such as Foam-tac, or UHU por. Regular super glue will attack the depron foam, use only “foam safe” CA 
glues. We like to use the BSI Super Gold Plus which is a medium viscosity foam safe CA glue. It also works well on foam to foam and 
foam to carbon joints and can be accelerated..  
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Assemble Floats- Glue both sides of each float together on a flat surface. The insides of each float should have a hole for the 
mounting axle. Make sure to make a right and left float. If you want to get really fancy I bet you could hollow out the insides.
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Sand Floats- Using some ~180 grit of finer sandpaper, smooth the glue joints and all surfaces of the floats. If you want to get fancy 
you can round the corners some. This step is completely unnecessary and totally optional.  
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Paint Your Floats- This step is completely unnecessary and totally optional, but everybody knows that you are supposed to paint 
your floats silver, but nobody remembers exactly why. 
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Install axle mounts- Glue the four axle mounts into the holes on the insides of the floats. Try not to get glue into the axle holes. You 
should have a right and left float as pictured. 
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Install axle mounts- Take you wheels off, and slip the included second landing gear legs over the fuselage tube. Insert the gear 
legs into the axle mounts and secure with glue. 
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Rear landing gear leg attachment- Crudely cut some notches in the back of the wing and center curtain to fit the upper portion of 
the included second landing gear leg as shown in the photos. This seems to provide the proper angle between the aircraft and the 
floats.
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Rear landing gear leg attachment- Glue the landing gear legs to the crudely cut notches, or alternatively use a piece of 
removable tape if you plan to take your floats off for the winter.

 
 
 
 
 
 
 
 
 

9 



Water rudder- Cut a slit in the rudder at an approximate 45 degree angle, and glue in the provided .028mm water rudder. You 
might get away with a bit of tape here. Your choice on which side of the rudder to attach it. It simply trails along in the water, it 
worked well enough that I haven’t tried adding a fin or anything, and this way there is nothing to snag weeds etc. 

 
 
 
 
 
Final checklist: 

●​ Check your CG again. 
●​ Have fun! 
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